REVISIONS

LTR DESCRIPTION DATE APPROVED

A Figure 1; Delete .550 inch dimension and add tolerances to 92-03-24 Randy Larson
reference dimensions. Change part numbers for CAGE 55322.
Add caution note.

B Correct figure 1, page 3, through hole dimension. 93-11-30 C Koeller

C Correct figure 1, page 3, top view. 94-01-05 R Larson

D Change CAGE 14933 to 03723. Replace canceled MIL-Specs 04/18/02 Robert Heber
with industry replacements. Removed CAGE 91506, replaced
with 00779 and removed CAGE 60197 and replaced with 3N087.
Editorial changes throughout.

Prepared in accordance with ASME Y14.100
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FIGURE 1. Dimensions and configuration.
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(For dash numbers —016 through —024)

FIGURE 1. Dimensions and configuration — Continued.
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SOLDER POCKET ROUND SLOTTED
NOTES:
1. Dimensions are in inches.
2. Metric equivalents are given for general information only.
3. Metric equivalents are in parentheses.
4. Unless otherwise specified, all tolerance shall be £ .005 inch (0.13 mm).
5. All undimensional pictorial representations are for reference purposes only.
6. Hole design is optional, if mounting hardware is used it shall be below IC seating plane.
FIGURE 1. Dimension and configuration — Continued.
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REQUIREMENTS: Adapters shall meet the requirements of DSCC drawing 88041 (general specification drawing) and
as specified herein.

Design and construction:
Dimensions and configuration: See figure 1 and table |I.
Temperature range: -65°C to +125°C.

Materials:
Insulator: Thermoplastic polyester.

Contacts: Phosphor bronze in accordance with ASTM B139, composition B, or brass in accordance with
ASTM B16, class 0.19, copper alloy, number 360, half hard temper.

Finish: 7.5 microinches (0.19 um) minimum gold in accordance ASTM B488, type 2, grade C, over 30 to 150
microinches (0.76 to 3.81 um) nickel in accordance with AMS-QQ-N-290.

Marking: The Part or Identifying Number (PIN) shall be marked on the housing or the unit package in accordance with
MIL-STD-1285. The PIN shall include the complete DSCC PIN, manufacturer’'s name or CAGE code, and date code.
The marking shall be permanent and legible in accordance with method 215 of MIL-STD-202. The PIN shall be
constructed in the following format:

Example:
88042 -0XX
DSCC drawing Dash number
PIN (see table 1)
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TABLE I. Dash numbers and characteristics.

Dash Figure Number Pin style A max B typ C D, D, D; 1/
number | number | of pins (mm) (mm) +.010 +.005 +.005 +.005
(0.25mm) | (0.13mm) | (0.13 mm) | (0.13 mm)

001 1 Round
002 1 8 Solder pocket | .450 .300 .300 ---
003 1 Slotted (11.43) | (7.62) (7.62)
004 1 Round
005 1 14 Solder pocket | .750 .600 .300
006 1 Slotted (19.05) | (15.24) | (7.62)
007 1 Round
008 1 16 Solder pocket | .850 .700 .300
009 1 Slotted (21.59) | (17.78) | (7.62)
010 1 Round
011 1 18 Solder pocket | .950 .800 .300
012 1 Slotted (24.13) | (20.03) | (7.62)
013 1 Round
014 1 20 Solder pocket | 1.000 .900 .300
015 1 Slotted (25.40) | (22.86) | (7.62)
016 1 Round
017 1 24 Solder pocket | 1.200 1.100 .600 .900 .400
018 1 Slotted (30.48) | (27.94) | (15.24) (22.86) (10.16)
019 1 Round
020 1 28 Solder pocket | 1.400 1.300 .600 .900 .400
021 1 Slotted (35.56) | (33.02) | (15.24) (22.86) (10.16)
022 1 Round
023 1 40 Solder pocket | 2.000 1.900 .600 1.500 .900 .400
024 1 Slotted (50.30) | (48.26) | (15.24) (38.10) (22.86) (10.16)

1/ Mounting dimension is optional.

SIZE CAGE CODE DWG NO.
DEFENSE SUPPLY CENTER, COLUMBUS 03773 88042
COLUMBUS, OH 43216-5000 A
REV D PAGE 6




Approved sources of supply are listed herein. Additional sources will be added as they become available. The
vendors listed on the requirements drawing have agreed to this drawing and a certificate of compliance has been

submitted to DSCC-VAI.

1/ Do not use this number for item acquisition. Items acquired to this
number may satisfy the performance requirements of this drawing.

DSCC drawing

Vendor CAGE number 1/

PIN 55322 3NO087
88042-001 APS-308-G-A SC308GHFAA
88042-002 APS-308-G-B SD308GHA
88042-003 APS-308-G-C SB308GHA
88042-004 APS-314-G-A SC314GHFAA
88042-005 APS-314-G-B SD314GHA
88042-006 APS-314-G-C SB314GHA
88042-007 APS-316-G-A SC316GHFAA
88042-008 APS-316-G-B SD316GHA
88042-009 APS-316-G-C SB316GHA
88042-010 APS-318-G-A SC318GHFAA
88042-011 APS-318-G-B SD318GHA
88042-012 APS-318-G-C SB318GHA
88042-013 AP-320-G-A SC320GHFAA
88042-014 AP-320-G-B SD320GHA
88042-015 AP-320-G-C SB320GHA
88042-016 AP-624-G-A SC624GHFAA
88042-017 AP-624-G-B SD624GHA
88042-018 AP-624-G-C SB624GHA
88042-019 AP-628-G-A SC628GHFAA
88042-020 AP-628-G-B SD628GHA
88042-021 AP-628-G-C SB628GHA
88042-022 AP-640-G-A SC640GHFAA
88042-023 AP-640-G-B SD640GHA
88042-024 AP-640-G-C SB640GHA
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Vender CAGE
number

3NO087

55322

Vendor name
and address

Mill-Max MFG. Corp.

190 Pine Hollow Road

P.O. Box 300

Oyster Bay, NY 11771-4704

Samtec, Inc.

P.O. Box 1147

810 Progress Blvd.

New Albany, IN 47150-2257
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